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Kitemark™ Certificate

This is to certify that: Fernco Limited
Endeavour Works
Newlands Way
Wombwell
Barnsley
South Yorkshire
S73 0UW
United Kingdom

Holds Certificate Number: KM 22943

In respect of:

BS EN 295
Vitrified clay pipe systems for drains and sewers

This issues the right and licence to use the Kitemark in accordance with the Kitemark Terms and Conditions
governing the use of the Kitemark, as may be updated from time to time by BSI Assurance UK Ltd (the "Conditions").
All defined terms in this Certificate shall have the same meaning as in the Conditions.

The use of the Kitemark is authorized in respect of the Product(s) detailed on this Certificate provided at or from the
above address.
 

For and on behalf of BSI: Shahm Barhom, Group Product Certification Director
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BS EN 295-4:2013 - Vitrified clay pipe systems for drains and sewers. Requirements for adaptors,
connectors and flexible couplings.

The scope of the certificate covers the following products.
Adaptor couplings range1

Type 1 Couplings range - (without shear bands2 )
Type 2 Couplings range - (with shear bands3 )
Bushes range4

Description Product code Nominal size range DN (mm)

Adaptor coupling1 AC1155 – AC4209 100 – 420mm

Type 1 drain coupling2 DC115 – DC275 100 – 275mm

Type 2B shear band coupling3 SC115 – LC1000 100mm – 1099mm

Type 2B extra wide coupling3 - Large SC225W – LC1000W 200 – 1099mm

Moulded Bush4 B06-102 – B08-265 100 – 265mm
Fabricated Bush4 B04/B08/B12/B16/B24/B32 100 – 1000mm

Note:
The scope of this certificate does not cover product Fire reaction.

1  Moulded or extruded stepped vulcanized rubber sleeves with adjustable stainless steel tension bands.
2  Moulded or extruded vulcanized rubber sleeves with adjustable stainless steel tension bands.
3  Moulded or extruded vulcanized rubber sleeves with adjustable stainless steel tension bands & shear bands to give resistance to
shear loads.
4  Moulded or extruded vulcanized rubber sections, for use with couplings having shear bands to compensate for variations between
outside diameters of pipe which cannot be satisfactorily be joined by a coupling alone.
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